
Golfmech Ltd
Hullaghfin Balrath Navan, C15 VOFS
353 87 632 9827
https://golfmech.rrproducts.com/

Details
Quality and dependability drive Kubota's name
recognition as the market leader and describes
Kubota's out-of-the-box reputation and field history.
Kubota's engineers ensure that the technical
integrity and engine quality are met and maintained
to Kubota's standards. This is the Kubota way.

Replaces
R&R Products R104-4899, R107-7830,

R112-9906
Toro 104-4899, 107-7830,

112-9906, 138-6905

Specifications
Manufacturer Kubota
Alternator Capacity 12-40 V-A
Combusion System IDI
Emission Regulation CARB Tier 4 Compliant
Engine Cylinders 3
Engine Displacement 1.123 L (68.53 cu in)
Height 602.0 mm (23.7 in)
Intake System Naturally Aspirated
Length 497.8 mm (19.60 in)
Max RPM 3000 rpm
Oil Capacity 1.35 gal (5.1 L)
Output: Gross
Intermittent hp

24.8 hp

Output: Gross
Intermittent kW

185 kW

Output: Gross
Intermittent ps

25.2 ps

Stroke 3.09 in (78.4mm)
Weight (lbs) 205 lb
Width 15.6 in (396mm)

Kubota Engine D1105 E
RX1J99500000
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Fits Models
R&R Products Reel Max 331D
Toro Reelmaster 3100-D
Toro Reelmaster 3105-D

Kubota Engine D1105 E
RX1J99500000


